
Turbo-Flo LE

Features:

• Minimum $350 $avings per 1,000 fills  (See reverse for payback chart)

• Reduces product emissions 99.6% over standard valves

• 100% compatible with all existing Acme transfer connections

• Heavy duty spring loaded safety latch prevents accidental opening of valve

• Cam operated vapor equalization feature for smooth valve operation

• Hardened steel bearing race with stainless steel ball bearings for maximum product life

• All stainless steel internal components

• Factory installed hydrostatic relief valve

• Convenient carrying handles and custom fit dust plug with lanyard

For Your Local Marshall Excelsior Distributor Call 269-789-6700,
Fax 269-781-8340  or E-mail: sales@marshallexcelsior.com

www.marshallexcelsior.com

Application:  For use with LP gas transfer systems.  This revolutionary system provides a safe, ergonomic and efficient solution

to LP Gas transfer applications while increasing productivity and dramatically reducing fugitive product emissions.  For use with

bobtail, transport, railcar, and bulk plant applications.

C          US Listed

Patent
Pending

ME868-16

ME806-16

Full Port
Globe Valve

 Not Included

Made in the
U.S.A.

Qualifies for WPERC
100% Cost Rebate!

Dry Break Transfer System

Based on Independent National Board Labortories Testing

L o w  E mis s io n  Tran sfe r Va lve

Part No. Description D ischarge at
D isconnect

Material

M E 8 0 6 - 1 6                    Low Emission Transfer Valve 2" FNPT x 3-1/4" F. Acme Swivel Connection .09 CC Ductile/Brass

L o w  E m iss io n  Acm e Ad ap te rs

Part No. Description
D ischarge at
D isconnect Material

M E 8 6 6 - 8                    Low Emission Acme Adapter 1" MNPT x 1-3/4" M. Acme .16 CC Brass

M E 8 6 6 A - 8                    Low Emission Acme Adapter 1" MNPT x 1-3/4" M. Acme with F ilter Screen .16 CC Brass

M E 8 6 6 - 1 0                    Low Emission Acme Adapter 1-1/4" MNPT x 1-3/4" M. Acme .16 CC Brass

M E 8 6 6 A - 1 0                    Low Emission Acme Adapter 1-1/4" MNPT x 1-3/4" M. Acme with Filter Screen .16 CC Brass

M E 8 6 7 - 1 0                    Low Emission Acme Adapter 1-1/4" MNPT x 2-1/4" M. Acme 1.96 CC Brass

M E 8 6 7 A - 1 0                    Low Emission Acme Adapter 1-1/4" MNPT x 2-1/4" M. Acme with Filter Screen 1.96 CC Brass

M E 8 6 8 - 1 6                    Low Emission Acme Adapter 2" MNPT x 3-1/4" M. Acme 3.11 CC Brass

M E 8 6 8 A - 1 6                    Low Emission Acme Adapter 2" MNPT x 3-1/4" M. Acme with F ilter Screen 3.11 CC Brass

M E 8 6 8 - 2 4                    Low Emission Acme Adapter 3" MNPT x 3-1/4" M. Acme 3.11 CC Brass

M E 8 6 8 A - 2 4                    Low Emission Acme Adapter 3" MNPT x 3-1/4" M. Acme with F ilter Screen 3.11 CC Brass

Acc ess o ries

Part No. Description

M E 8 6 8 M I B                    Mechanical Brake - Interlock Retro-Fit K it for ME868-16 & ME868-24

M E P 1 0 5                    Back Check Test Adapter - Brass for ME868-16 & ME868-24


