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Appendix e—Outline dimensions
models 91–691 and f91–f691 bare with flywheel

Outline dimensions—inches (Centimeters)
 model A b C d e f g h J K
 

91, F91
 1-13/16 2-3/8 3-11/16 13/32 5/8 6-1/4 3-7/8 25-5/16 5 22-11/16 

  (4.6) (6.0) (9.4) (1.03) (1.59) (15.9) (9.8) (64.3) (12.7) (57.6)

 291, F291
 3-3/8 4-1/8 3-11/16 13/32 5/8 9-13/16 12 25-13/16 5-3/8 23-3/8 

  (8.6) (10.5) (9.4) (1.11) (1.59) (24.9) (30.4) (65.2) (13.7) (59.4)

 491, F491
 4-1/8 5 4-11/16 1/2 11/16 10-11/16 13 29-11/16 5-7/8 26-3/16 

  (10.5) (12.7) (11.9) (1.27) (1.75) (27.2) (33.1) (75.4) (14.9) (66.5)

 691, F691
 4-3/4 5 5-3/8 9/16 1 14 14-3/8 39-1/8 8-1/4 35-1/8 

  (12.1) (14.0) (13.7) (1.5) (2.5) (35.6) (35.6) (99.4) (21.0) (89.2)

1 Optional flywheel
2 Optional flanges: 1-1/4", 1-1/2" NPT, 1-1/4", 1-1/2" or 2" Weld

* 91, 291, 491, 691 only
** F91, F291, F491, F691 only
*** With extended crankshaft option only

                  “pd” flywheel pitch diameter
 model L* L1** m* m1** p Q r s*** t A-belt groove b-belt groove
 91, F91 3/4 3/4-300 lb 2-3/8 4-1/4 3 14 1-1/8 1-1/4 1/4 13.2 2 13.6 2 
  NPT ANSI (6.0) (10.8) (7.6) (35.6) (2.8) (3.2) (0.63) (33.5)  (34.5) 
 291, F291 3/4 3/4-300 lb 2-11/16 4-1/4 3 16 1-1/4 1-1/4 1/4 15.2 3 15.6 3 
  NPT ANSI (6.8) (10.8) (7.6) (40.6) (3.2) (3.2) (0.63) (38.6)  (39.6) 
       141    13.21 2 13.61 2 
       (35.6)    (33.5)  (34.5)
 491, F491 1-1/4 1-1/4-300 lb 3-7/8 5-5/8 3 16 1-3/8 1-1/4 5/16 15.2 3 15.6 3 
  NPT ANSI (9.9) (14.3) (7.6) (40.6) (3.5) (3.2) (0.79) (38.6)  (39.6) 
       141    13.21 2 13.61 2 
       (35.6)    (33.5)  (34.5)
 691, F691 22 2-300 lb 6-3/8 6-15/16 3-13/16 19-1/2 2-1/8 — 1/2 — — 19-1/8 4 
  NPT ANSI (16.1) (17.6) (9.7) (49.5) (5.4)  (1.27)   (48.5)
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